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FOREWORD 

This booklet has been preparedin response tonum- 
erous requests from NASA grantees and contractors 
who do not have the services of large and experienced 
publications staffs. It offers guidance on how to pre- 
pare required technical reports  so that NASA may, i f  
it desires,  reprint them for further distribution. The 
suggestions offered here a r e  not intended to supplant 
ather acceptable practices. Specific questions on pub- 
lications problems and techniques, as well as requests 
for additional copies of this guide, may be addressed 
to Code ATSP-S, National Aeronautics and Space Ad- 7 

i ministration, Washington, D. C. 20546. r -  /. 
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You wouldn't want to make 500 carbons of every page you type-- 
think of the erasures! But the chances a r e  that hundreds or even 
thousands of copies will be made from the reproducible ("repro") 
copy you type for  NASA scientific o r  technical reports. Each of 
your completed pages will be photographed with a special camera 
and metal printing plates made from the photograph. Naturally, 
you want the page you take from your typewriter to be perfect and 
perfectly suitable for  printing--a job to be proud of. The purpose 
of this booklet is to offer a few ground rules to help you turn out 
that perfectly suitable repro job with the least  effort. 



Let's s ta r t  with your typewriter. You have an advantage if it 's 
a carbon-ribbon, proportional-spacing electric job complete with 
built-in dictionary. If not, you can still turn out acceptable copy 
by making sure  your machine is in  good condition, very clean, and 
has a good new ribbon. 

laturally, should 
become limiting on c 
then, Wdmgen evolve 
c e l l  loses capacity t 
output, or i f  an YIW 
c e l l  rwersal can occ 
hydrogen can be evolv 
function o f  the lhit 

Table 6 goes a s 
reactions. only the 
a t  a rate r ap id  enoug 
the rote of reaction 
slov, and the nact i  
The l i s t e d  potentials 
a m  very close so tha 
possibility that the 
dischrge right be g 
would be analqpus to 
-ported at the 1959 

Naturally, shod  
become limiting on c 
then hydrogen evolve 
ce l l  loses capacity 
output, o r  i f  an una 
ce l l  reversal can oc 
hydrogen can be evol 
function of the limi 

Table 6 goes a s 
reactions. Only the 
at  a ra te  rapid eno 
the rate  of react i  
slow, and the reac 
The l i s t ed  potenti 
are very close so tha 
possibil i ty that the 
discharge might be 
would be analogous 
reported a t  the 2% 

The copy on the left was prepared on a machine with dirty type. 
Look at those filled-in letters and smudged capitals. This copy 
would probably look fairly good a s  correspondence, but even light 
ribbon smudges and partially-filled letters look black to the camera. 
Clean, sharp copy is a must for  good repro. 
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Your project scientist, writer, o r  editor will probably have the 
text of the report divided in an outline fashion. The capitalization 
and placement of headings show their importance and relation to 
one another. You can help by watching carefully for  the proper use 
of capitals and lower-case le t ters  and by using the proper spacing 
above and below each heading. 

SECTION HEADING 

In most  publications only three types of headings a r e  
necessary.  The arrangement  of section, topic, and sub- 
topic headings shown here  is sometimes used. Headings 
should be brief, but descriptive of the subject to  be con- 
s idered and should not be numbered. In no case  should a 
heading be used as a par t  of the text. Tr iple-space before 
s tar t ing the text below the centered section heading. 

Topic Heading 

The topic heading is centered, but is differentiated f rom 
the section heading by the use of capitalized initial l e t t e r s  
for  the principal words. 
the las t  line of the preceeding paragraph, and two spaces  
above the beginning of the topic. 

It is placed three spaces  below 

Subheading.-Subheadings a r e  indented five spaces ,  the 
initial l e t t e r  of the f i r s t  word is capitalized, and the ent i re  
heading is underlined a s  shown and followed by a period 
and a dash. The text begins on the same line and immedi- 
ately follows the heading. 
ing is used before the subheading. 

Normal between-paragraph spac-  

If a fourth heading is absolutely necessary,  underlined 
capitalized center  headings may be introduced before the 
section heading. 
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Note that the text is single-spaced, with a double space allowed 
between paragraphs. Additional space should be allowed, however, 
when writing mathematical o r  chemical formulas where subscripts 
and supersdripts a r e  used. 

In publications, unlike correspondence, the repro typist attempts 
to fill a page. Usually this is possible within a line o r  two. There 
a r e  no rules against breaking a paragraph, o r  even putting just a 
line o r  two of a new paragraph a t  the bottom of a page. However, 
i t  is not advisable to let  just the las t  line of a paragraph go to the 
next page--it's better either to crowd the bottom of the preceding 
page o r  ca r ry  over an additional line. Naturally, when i t  comes to 
lists, tabulations, etc., you want to avoid breaking if at all possible. 
(See p. 8 (Tables)). 
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There comes a time in every gir l ' s  life when she must end a 
line with a hyphen--but s h e  should always remember these rules: 

1. Use  a dictionary--hyphenate correctly. 
2. Try not to end 3 lines in succession with hyphens. 
3. Try not to end a page with a hyphen. 

Of course, you don't make mistakes--but the finest typewriters 
have been known to misspell. When this happens, it is best to be 
prepared. You will need things like rubber cement, white-out 
lacquer, razor  blades, and white cellophane tape. Small e r rors ,  
transpositions, punctuation, etc., can be corrected in the typewriter. 

Don't erase,  just paint over the mistake and retype. (Pr inters  say 
erasures  make their job more difficult.) Larger e r r o r s  require 
larger  corrections--sometimes even surgery. This is where your 
razor  blade o r  sharp knife comes in. A big blooper (such a s  a 
paragraph) can be corrected by pasting the correct copy over the 
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incorrect--but make su re  it's straight on the page, and d ined  
with the rest of the typing. Middle-sized corrections can be 
mortised (cut-in) by placing the typed correction over the e r r o r  
and cutting through both sheets with a sharp knife o r  blade. Then 
put a piece of white tape over the back of the window left in your 
good repro sheet, and carefully stick the correction in the window 
from the front side. Works like a charm! A r e  you su re  you put the 
right piece back in the window? 

I 

io 

Now don't fret if after several  rounds of editorial changes, 
corrections, etc., some of your pages look like Grandma's patch- 
work quilt. A s  long a s  the letters a r e  c lear  and black, the paper 
clean, and the typing straight on the page, the camera thinks it's 
beautiful. (Besides if you retype that page, it has to be proofread 
all over. And who does that? And who makes the new corrections?) 
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Tabulations are usually up to the writer, and figures a r e  the 
concern of the illustrator. But in NASA-published technical reports, 
these things should be neat and orderly--which means, of course, 
getting the repro typist into the act. 

Tabulations first: For  easy reading tables should have rules o r  
(less frequently) leaders. It's really not best to break up a table-- 
if it just won't go on a layout sheet, type it oversize and have your 
illustrator scale it for  reduction at the time of printing (see 
page 12). Since all the pages you type must be photographed any- 
way, it's only a little extra effort to reduce a table o r  figure 
photographically. 

Numbered tables all have a title. This is typed on the layout 
page above the table in all cases, evenif the table is to be reduced. 
The page number also goes on the layout page. This insures that 
all titles and such a r e  the same size, and there is a page for  each 
oversize table. Note the examples on the facing page for ideas on 
how to make tables neat and orderly. 

Illustrations, figures, photographs, etc., a r e  called figures, and 
are  handled much the same a s  tables--each has a title and can 
appear on the page with text, tables, o r  figures in any combination. 
Note that figure titles a r e  always typed directly on the layout page 
and centered below the figure. 
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IC- - - - 

I '  
Prepare o v e r s i z e  
for reduction 
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Don't let  a term like "reprolayout" fool you--this is simply the 
business of putting things where they belong, page by page. Both 
figures and tables should appear a s  near the f i rs t  mention a s  
possible, preferably just following this mention. When there is no 
room for  a figure o r  table on the page where it is f i rs t  referred to, 
you will often find that you can put it on a facing page. The one 
thing you should plan and work for  is the maximum convenience 
of the reader. 

Wrong 1 



You can put any number of small hles on a single page--or 
put text all around a table--or even mix up tables, figures, and 
text on the same page. In fact if you do this, the chances are  the 
reader  will get along better because he will have more information 
a t  his fingertips. 

Extra trouble? Sure. But f o r  every 10 minutes you spend juggling 
figures and tables f o r  better layout, you save 10 minutes in reading 
time for  a scientist o r  engineer reading your report. Now, or&- 
narily, 1,OOO t imes 10 minutes = 167 manhours, o r  4 weeks, and 
you saved all that time in just 10 minutes. 



Any oversize copy (tables, photographs, graphs, drawings, etc.) 
may be reduced to a smaller size, provided the smaller size is 
proportional to the original. 

It's really not difficult to find proportional sizes if you follow 
the rules. If you're not good at  math, but have a ruler and T-square, 
try this easy way: 

We have a 9 x 12-inch drawing, but want to fit it i n  the text so 
that i t  is no more than 5 inches high--then how wide would i t  be? 

FIRST: Put a piece of onionskin 
over the face of the drawing and 
with a ruler lightly draw a line 
around the part of the drawing 
you want to reproduce. 

SECOND: Remove the onionskin 
from the drawing and draw a 
diagonal across the ruled-in 
rectangle. 
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THIRD: Measure 5 inches on 
each of the vertical sides of the 
rectangle and make a mark. 
Connect the marks. 

ul 

FOURTH: Complete the new, 
smaller r e  c t a n g 1 e (shaded 
area). This then is a rectangle 
proportional to the original and 
5 inches high. Measure the 
width. 

LAST: Trace the small rec- 
tangle on your repro page in the 
exact space where i t  should 
appear. Indicate the final re- 
duced width on the wide dimen- 
sion on the drawing, along with 
the figure number and page 
number. Attach the onionskin 
to the face of the drawing for  
protection. 
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Even Dr. Einstein couldn't type equations at  80 words per 
minute. This operation calls for  slow motion and following the 
rules. Some tips: 

Space before and after opera- 
tional mathematical signs (+, 
-, f , = , < ,>) connecting two 
te rms  of an equation except in 
subscripts and superscripts. 
Note that the horizontal bar  
line is even with the equal sign 
and the operation sign. 

2x n 
+ 22 Yn 

n-1 - 
Yn+2 = x  

Type all you can of equations. 
Use special type bars, emboss- 
ing sheets, o r  stick-on type for  
special symbols. Hand lettering i=1 
is usually a las t  resort. 

side of symbols, terms, o r  when d is equal to 
equations in the text. 

k 
p"= p i i T C  ni 

Allow an extra space on either 

Long equations may be broken before operation signs. 

n 2 a x  x + y  
n 2  a y  (x + 3) / (y  + 2 )  

V = - sin x dx + cos y dy - x -- + 

A 
= lim Un+l + - x  v - w + z  1,2 m/i ( 5 )  

Space before partial ( a  ), derivative (d), and increment ( A  ), 
terms. 

Space before and after mathematical word conventions (log, exp, 
sin, cos, and so  forth) unless there is a natural separation such as 
an exponent o r  parenthesis. 

GPO 877-975  
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